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Daniel R. Pratt, photographer, March 1995
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View of Read Sawmill masonry dam, pump and carthen dam,
facing west

View of Read Sawmill masonry dam and concrete block retaining
wall, facing north

View of Read Sawmill masonry dam, facing north

View of Read Sawmill masonry dam, site of submerged sawmill
remains and earthen dam, facing north

View of Read Sawmill masonry dam, facing south
View of concrete block retaining wall

View of Read Sawmill masonry dam, West end, showing fractured
portion

View of pump, facing east
View of sluice gate, north side of masonry dam, facing south

View of submerged remains of Read Sawmill, showing floor
boards, wall boards, tenoned uprights and mortised sill beams.

View of submerged remains of Read Sawmill, showing earthen
dam wooden crib structures
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View of submerged remains of Read Sawmill, showing floor
boards, cross beams and notches for wall post beams.

View of submerged remains of Read Sawmill, with floor boards
removed, showing cross beams, foundation sill and mortises, and
horizontal wall boards.

View of submerged remains of Read Sawmill with most
floorboards removed, showing cross beams with mortises, vertical
wall boards, and horizontal floor boards.

View of cross beam with mortise and underlying double floor
boards, following removal of structural members from stream

View of floor boards and wall post beams, following removal of
structural members from stream

View of wall post beam with abutting cross beam, showing chocks

View of double floor boards with mortises cross beams, showing
spikes and flooring nails (LLower board layer exposed)

View of double floor boards with mortises cross beams, showing
spikes and flooring nails (Lower board layer exposed)

View of half-lapped wall fragment, located in downstream debris
field

View of pegged beams, located in downstream debris field

View of pegged beams, located in downstream debris field



